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Kunden-Referenz-Nr.: 
Client reference no.: 

 

2581977 Auftragsdatum: 
Order date: 
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Auftraggeber: 
Client: 

 

Dunext Technology Xiamen Co., Ltd. 
Building 7, No. 1001 Haiming Road, Xiamen Torch High-tech Industrial Development 
Zone (Xiang'an), Xiamen, 361115 Fujian, P.R. China 

Prüfgegenstand: 
Test item: 

 

Energy Storage System 

Bezeichnung / Typ-Nr.: 
Identification / Type no.: 

 

PowerHill-P125-261kWh, PowerHill-P125-261kWh-S2, PowerHill-P125-261kWh-
S3, PowerHill-P125-261kWh-S4 

Auftrags-Inhalt: 
Order content: 

 

TÜV Rheinland EMC service 

Prüfgrundlage: 
Test specification: 

 

EN IEC 61000-6-2:2019                  IEC 61000-6-2:2016 
 

EN IEC 61000-6-4:2019                  IEC 61000-6-4:2018 
 

Wareneingangsdatum: 
Date of sample receipt: 

 

2026-03-17 

 

 

Prüfmuster-Nr.: 
Test sample no: 

 

326173786-1-2 
 

Prüfzeitraum: 
Testing period: 

 

2026-04-23 

Ort der Prüfung: 
Place of testing: 

 

Refer to clause 1.1 
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Testing laboratory: 

 

TÜV Rheinland (Suzhou) 
Co., Ltd.  

Prüfergebnis*: 
Test result*: 

Pass 

geprüft von: 
tested by:  

 

genehmigt von: 
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 Datum: 
Date:    2026-06-03 

Ausstellungsdatum: 
Issue date:   2026-06-03 

Stellung / Position: Project engineer Stellung / Position: Authorizer 

Sonstiges / 
Other: 

 

The test requirements are identical in EN IEC standards and IEC standards. So all tests were 
performed according to EN IEC standards. 
Refer to clause 2.2 for further information. 
All the EMC tests were performed with the configuration and wiring specified by the manufacturer. 
 
 

Zustand des Prüfgegenstandes bei Anlieferung: 
Condition of the test item at delivery: 

Prüfmuster vollständig und unbeschädigt  
Test item complete and undamaged  

* Legende: P(ass) = entspricht o.g. Prüfgrundlage(n) F(ail) = entspricht nicht o.g. Prüfgrundlage(n) N/A = nicht anwendbar N/T = nicht getestet 

* Legend: P(ass) = passed a.m. test specification(s) F(ail) = failed a.m. test specification(s) N/A = not applicable N/T = not tested 

Dieser Prüfbericht bezieht sich nur auf das o.g. Prüfmuster und darf ohne Genehmigung der Prüfstelle nicht 
auszugsweise vervielfältigt werden. Dieser Bericht berechtigt nicht zur Verwendung eines Prüfzeichens. 

This test report only relates to the above mentioned test sample. Without permission of the test center this test report is not 
permitted to be duplicated in extracts. This test report does not entitle to carry any test mark. 

TÜV Rheinland (Suzhou) Co., Ltd. Workshop 14, North Half of Workshop 10 and Workshop 16, Pingqian (Taicang) Modern Industrial Park, 
No.525, Yuewang Lingang South Road, Shaxi, Taicang, Jiangsu, China 

Mail: service-gc@tuv.com · Web: www.tuv.com 
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Anmerkungen 
Remarks 

 

 

1 Alle eingesetzten Prüfmittel waren zum angegebenen Prüfzeitraum gemäß eines festgelegten 
Kalibrierungsprogramms unseres Prüfhauses kalibriert. Sie entsprechen den in den Prüfprogrammen 
hinterlegten Anforderungen. Die Rückverfolgbarkeit der eingesetzten Prüfmittel ist durch die Einhaltung der 
Regelungen unseres Managementsystems gegeben. 
Detaillierte Informationen bezüglich Prüfkonditionen, Prüfequipment und Messunsicherheiten sind im Prüflabor 
vorhanden und können auf Wunsch bereitgestellt werden. 
 
The equipment used during the specified testing period was calibrated according to our test laboratory 
calibration program. The equipment fulfils the requirements included in the relevant standards. The traceability 
of the test equipment used is ensured by compliance with the regulations of our management system. 
Detailed information regarding test conditions, equipment and measurement uncertainty is available in the test 
laboratory and could be provided on request. 

2 Wie vertraglich vereinbart, wurde dieses Dokument nur digital unterzeichnet. Der TÜV Rheinland hat nicht 
überprüft, welche rechtlichen oder sonstigen diesbezüglichen Anforderungen für dieses Dokument gelten. 
Diese Überprüfung liegt in der Verantwortung des Benutzers dieses Dokuments. Auf Verlangen des Kunden 
kann der TÜV Rheinland die Gültigkeit der digitalen Signatur durch ein gesondertes Dokument bestätigen. 
Diese Anfrage ist an unseren Vertrieb zu richten. Eine Umweltgebühr für einen solchen zusätzlichen Service 
wird erhoben. Informationen zur Verifizierung der Authentizität unserer Dokumente erhalten Sie auf folgender 
Webseite: go.tuv.com/digital-signature 
 
As contractually agreed, this document has been signed digitally only. TUV Rheinland has not verified and 
unable to verify which legal or other pertaining requirements are applicable for this document. Such verification 
is within the responsibility of the user of this document. Upon request by its client, TUV Rheinland can confirm 
the validity of the digital signature by a separate document. Such request shall be addressed to our Sales 
department. An environmental fee for such additional service will be charged. For information on verifying the 
authenticity of our documents, please visit the following website: go.tuv.com/digital-signature 

3 Prüfklausel mit der Note * wurden an qualifizierte Unterauftragnehmer vergeben und sind unter der jeweiligen 
Prüfklausel des Berichts beschrieben. 
Abweichungen von Prüfspezifikation(en) oder Kundenanforderungen sind in der jeweiligen Prüfklausel im 
Bericht aufgeführt. 
 
Test clauses with remark of * are subcontracted to qualified subcontractors and descripted under the respective 
test clause in the report. 
Deviations of testing specification(s) or customer requirements are listed in specific test clause in the report. 

4 Die Entscheidungsregel für Konformitätserklärungen basierend auf numerischen Messergebnisen in diesem 
Prüfbericht basiert auf der "Null-Grenzwert-Regel" und der "Einfachen Akzeptanz" gemäß ILAC G8:2019 und 
IEC Guide 115:2023, es sei denn, in der auf Seite 1 dieses Berichts genannten angewandten Norm ist etwas 
anderes festgelegt oder vom Kunden gewünscht. Dies bedeutet, dass die Messunsicherheit nicht berücksichtigt 
wird und daher auch nicht im Prüfbericht angegeben wird. Zu weiteren Informationen bezueglich des Risikos 
durch diese Entscheidungsregel siehe ILAC G8:2019. 
 
The decision rule for statements of conformity, based on numerical measurement results, in this test report is 
based on the “Zero Guard Band Rule” and “Simple Acceptance” in accordance with ILAC G8:2019 and IEC 
Guide 115:2023, unless otherwise specified in the applied standard mentioned on Page 1 of this report or 
requested by the customer. This means that measurement uncertainty is not taken in account and hence also 
not declared in the test report. For additional information to the resulting risk based of this decision rule please 
refer to ILAC G8:2019. 
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Revision history of test report: 

Report number Issue date Contents and reason for change if appropriate 
CN26AEG3 001 2026-06-03 Initial release. 
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1 Test Sites 

1.1 Test Facilities 
Laboratory: TÜV Rheinland (Suzhou) Co., Ltd. 
Address: No.14 building and north half of No.10 workshop building, No.525, Yuewang 
Lingang South Road, Pingqian (Taicang) Modern Industrial Park, Shaxi Town, Taicang 
City, Jiangsu Province, China 
 
The used test equipment is in accordance with CISPR 16-1 series standards for measurement 

of radio interference.  

 

Refer to Clause 8 for test and measurement instruments. 
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2 General Product Information 

2.1 Product Function and Intended Use 

The EUT (equipment under test) is an ordinary energy storage system. For further information, 

refer to the user’s manual. 

2.2 Ratings and System Details 
 

Product Model PowerHill-

P125-

261kWh  

PowerHill-

P125-

261kWh-S2 

PowerHill-

P125-

261kWh-S3 

PowerHill-

P125-

261kWh-S4 

Battery Rated Energy 261 kWh 

Battery Nominal Voltage DC 832 V 

Battery Operating Voltage DC 715~936 V 

Rated AC Voltage AC 400 V, 3L/N/PE 

Nominal AC Frequency 50 Hz 

Rated/Max AC Power 125 kW 

Rated/Max AC Current 181 A 

Auxiliary Power Input AC 230 V/50 Hz 

Auxiliary AC Power Supply < 4.0 kW 

Protective Class I 
 

Identities and differences: 

The above models PowerHill-P125-261kWh and PowerHill-P125-261kWh-S3 have a DC-DC 

module. The above models PowerHill-P125-261kWh-S2 and PowerHill-P125-261kWh-S4 do 

not have a DC-DC module. Therefore, all the EMC tests were performed on the modules 

PowerHill-P125-261kWh-S3 and PowerHill-P125-261kWh-S4. 

2.3 Independent Operation Modes 
The basic operation modes are: “Charge” or “Discharge”.   

2.4 Noise Generating and Noise Suppressing Parts 
Refer to the circuit diagram for further information.  

2.5 Submitted Documents 
Circuit diagram and rating label. 
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3 Test Set-up and Operation Modes 

3.1 Principle of Configuration Selection 
 

Emission: The equipment under test (EUT) was configured to measure its highest possible 

emission level. The test conditions were adapted accordingly in reference to the instructions 

for use. 
 

Refer to the related paragraph of this report. 

 

Immunity: The equipment under test (EUT) was configured to have its highest possible 

susceptibility against the tested phenomena. The test conditions were adapted accordingly in 

reference to the instructions for use. 
 

Refer to the related paragraph of this report. 

3.2 Physical Configuration for Testing 
Refer to the related paragraph of this report. 

3.3 Test Operation and Test Software 
Refer to the related paragraph of this report. No software was used. 

3.4 Special Accessories and Auxiliary Equipment 
During the tests, following auxiliary equipment was used with the EUT. 

No. Equipment Model Manufacturer 
1. PC T14 Lenovo 

3.5 Countermeasures to achieve EMC Compliance 
No special measure is employed to achieve the requirement. 
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4 Conformity Decision Rule  
For all EMI tests (when included in this report), as measurement uncertainties are less than the 

values UCISPR given in CISPR 16-4-2, compliance with the limits is determined by comparing 

measurement results directly with corresponding limits without taking into consideration of 

measurement uncertainties. For all EMS tests (when included in this report), measurement 

uncertainties are not considered as well according to corresponding test standards.  
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5  Test Results E M I S S I O N  

5.1 Emission in the Frequency Range up to 30 MHz 

5.1.1 Mains Terminal Continuous Disturbance Voltage 

Result:        Passed 
 

Date of testing : 2026-04-23 

Test procedure : EN IEC 61000-6-4:2019 and CISPR 16-2-1 

Frequency range : 0.15 – 30 MHz 

Limits : EN IEC 61000-6-4:2019, Table 4 

Operation mode : Charge and discharge mode 

Test voltage : AC 400 V, 50 Hz 

Type of equipment : Floor-standing 

Kind of test site : Shielded room 

Ambient conditions : Temperature: 24.8 ºC; Relative humidity: 39.6 % 

Expanded measurement 

uncertainty(k=2) 

: 2.33 dB  

 

Test setup: 

 
 

The measurement equipment like test receivers, quasi-peak detector and artificial mains network 

are in compliance with CISPR 16-1 series standards. The tested object was operated under its 

rated voltage and its rated frequency.  

 

Furthermore an internal calibration with the test receiver was conducted prior to each 

measurement.  

 

Following figures and tables are the measurement results. In the Figures, “×” means Quasi-Peak 

Value and “+” means Average Value which was measured in final measurement. 
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Figure 1: Spectral diagram and measurement results of conducted emission, AC mains port, 
charge mode, line L1, PowerHill-P125-261kWh-S3 
            Level [dBµV] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

7.548 52.56 73.00 20.44    20.17 L1 9.000 1.000 

7.616 56.20 73.00 16.80    20.18 L1 9.000 1.000 

7.674    48.29 60.00 11.71 20.18 L1 9.000 1.000 

7.742 56.29 73.00 16.71    20.19 L1 9.000 1.000 

7.800 52.84 73.00 20.16    20.20 L1 9.000 1.000 

19.455 60.43 73.00 12.57 54.67 60.00 5.33 21.31 L1 9.000 1.000 

19.662    54.58 60.00 5.42 21.33 L1 9.000 1.000 

19.874 60.58 73.00 12.42    21.34 L1 9.000 1.000 

25.616    51.86 60.00 8.14 21.68 L1 9.000 1.000 

25.647    51.82 60.00 8.18 21.68 L1 9.000 1.000 

25.697    52.33 60.00 7.67 21.68 L1 9.000 1.000 

25.872 57.60 73.00 15.40    21.69 L1 9.000 1.000 

25.985    51.45 60.00 8.55 21.70 L1 9.000 1.000 

 



 
 
 
Prüfbericht - Produkte 
Test report - Products 

 

 
 

 
 

Prüfbericht - Nr.: 

Test Report No.: 
CN26AEG3 001 Seite 11 von 65 

Page 11 of 65 

 

 

Figure 2: Spectral diagram and measurement results of conducted emission, AC mains port, 
charge mode, line L2, PowerHill-P125-261kWh-S3 
            Level [dBµV] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

1.455 52.79 73.00 20.21    19.95 L2 9.000 1.000 

7.620    50.74 60.00 9.26 20.18 L2 9.000 1.000 

7.679 55.23 73.00 17.77 49.31 60.00 10.69 20.19 L2 9.000 1.000 

7.742 54.75 73.00 18.25    20.19 L2 9.000 1.000 

7.746    50.58 60.00 9.42 20.20 L2 9.000 1.000 

7.805    48.17 60.00 11.83 20.20 L2 9.000 1.000 

7.868 53.73 73.00 19.27    20.21 L2 9.000 1.000 

19.586    54.54 60.00 5.46 21.31 L2 9.000 1.000 

19.649 60.47 73.00 12.53    21.31 L2 9.000 1.000 

19.856    54.49 60.00 5.51 21.32 L2 9.000 1.000 

19.937 60.33 73.00 12.67    21.33 L2 9.000 1.000 

25.472    52.59 60.00 7.41 21.60 L2 9.000 1.000 

25.584 58.20 73.00 14.80    21.61 L2 9.000 1.000 
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Figure 3: Spectral diagram and measurement results of conducted emission, AC mains port, 
charge mode, line L3, PowerHill-P125-261kWh-S3 

Level [dBµV] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

7.683    47.24 60.00 12.76 20.17 L3 9.000 1.000 

7.809 53.25 73.00 19.75 47.45 60.00 12.55 20.19 L3 9.000 1.000 

7.872 53.81 73.00 19.19 47.75 60.00 12.25 20.20 L3 9.000 1.000 

7.935 53.37 73.00 19.63    20.21 L3 9.000 1.000 

8.511 53.04 73.00 19.96    20.28 L3 9.000 1.000 

19.649 60.50 73.00 12.50 54.77 60.00 5.23 21.23 L3 9.000 1.000 

19.698    54.59 60.00 5.41 21.24 L3 9.000 1.000 

19.887 60.30 73.00 12.70    21.25 L3 9.000 1.000 

25.584    51.64 60.00 8.36 21.48 L3 9.000 1.000 

25.665 57.30 73.00 15.70 51.81 60.00 8.19 21.49 L3 9.000 1.000 
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Figure 4: Spectral diagram and measurement results of conducted emission, AC mains port, 
charge mode, line N, PowerHill-P125-261kWh-S3 
            Level [dBµV] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

1.424 56.11 73.00 16.89    19.95 N 9.000 1.000 

1.455 55.80 73.00 17.20    19.95 N 9.000 1.000 

2.832 56.56 73.00 16.44    19.90 N 9.000 1.000 

2.895    51.00 60.00 9.00 19.90 N 9.000 1.000 

2.913    50.71 60.00 9.29 19.90 N 9.000 1.000 

3.102 55.90 73.00 17.10    19.90 N 9.000 1.000 

3.201 56.61 73.00 16.39 50.22 60.00 9.78 19.90 N 9.000 1.000 

7.598    49.31 60.00 10.69 20.15 N 9.000 1.000 

7.661    49.65 60.00 10.35 20.16 N 9.000 1.000 

19.631    54.58 60.00 5.42 21.21 N 9.000 1.000 

19.649    54.91 60.00 5.09 21.21 N 9.000 1.000 

19.712 60.50 73.00 12.50    21.22 N 9.000 1.000 

19.730 60.50 73.00 12.50    21.22 N 9.000 1.000 
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Figure 5: Spectral diagram and measurement results of conducted emission, AC mains port, 
discharge mode, line L1, PowerHill-P125-261kWh-S3 
             Level [dBµV] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

7.634 53.30 73.00 19.70 47.45 60.00 12.55 20.18 L1 9.000 1.000 

7.697 53.85 73.00 19.15 47.85 60.00 12.15 20.19 L1 9.000 1.000 

7.760 53.86 73.00 19.14 47.96 60.00 12.04 20.19 L1 9.000 1.000 

7.886    45.77 60.00 14.23 20.21 L1 9.000 1.000 

8.079 48.26 73.00 24.74    20.24 L1 9.000 1.000 

19.586    54.85 60.00 5.15 21.32 L1 9.000 1.000 

19.761 60.51 73.00 12.49    21.34 L1 9.000 1.000 

19.793 60.34 73.00 12.66    21.34 L1 9.000 1.000 

19.811    53.91 60.00 6.09 21.34 L1 9.000 1.000 

25.697 54.13 73.00 18.87 48.21 60.00 11.79 21.68 L1 9.000 1.000 
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Figure 6: Spectral diagram and measurement results of conducted emission, AC mains port, 
discharge mode, line L2, PowerHill-P125-261kWh-S3 

Level [dBµV] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

7.440 53.27 73.00 19.73    20.15 L2 9.000 1.000 

7.629 56.18 73.00 16.82 50.34 60.00 9.66 20.18 L2 9.000 1.000 

7.697 56.94 73.00 16.06    20.19 L2 9.000 1.000 

8.322 53.05 73.00 19.95    20.27 L2 9.000 1.000 

19.586    56.33 60.00 3.67 21.31 L2 9.000 1.000 

19.761 62.29 73.00 10.71 56.43 60.00 3.57 21.32 L2 9.000 1.000 

19.775 61.82 73.00 11.18    21.32 L2 9.000 1.000 

25.040    50.30 60.00 9.70 21.58 L2 9.000 1.000 

25.265    51.44 60.00 8.56 21.59 L2 9.000 1.000 

25.409    51.86 60.00 8.14 21.60 L2 9.000 1.000 

25.584 58.11 73.00 14.89    21.61 L2 9.000 1.000 

25.634    52.23 60.00 7.77 21.61 L2 9.000 1.000 
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Figure 7: Spectral diagram and measurement results of conducted emission, AC mains port, 
discharge mode, line L3, PowerHill-P125-261kWh-S3 

Level [dBµV] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

2.688 52.08 73.00 20.92    19.91 L3 9.000 1.000 

7.629 55.10 73.00 17.90 49.48 60.00 10.52 20.17 L3 9.000 1.000 

7.692 54.48 73.00 18.52 48.95 60.00 11.05 20.18 L3 9.000 1.000 

7.818 54.52 73.00 18.48    20.19 L3 9.000 1.000 

19.599    56.18 60.00 3.82 21.23 L3 9.000 1.000 

19.698    56.15 60.00 3.85 21.24 L3 9.000 1.000 

19.743 61.95 73.00 11.05    21.24 L3 9.000 1.000 

19.761 62.09 73.00 10.91    21.24 L3 9.000 1.000 

25.539 55.77 73.00 17.23    21.48 L3 9.000 1.000 

25.697    51.39 60.00 8.61 21.49 L3 9.000 1.000 

26.210    48.59 60.00 11.41 21.51 L3 9.000 1.000 

26.241    48.32 60.00 11.68 21.51 L3 9.000 1.000 
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Figure 8: Spectral diagram and measurement results of conducted emission, AC mains port, 
discharge mode, line N, PowerHill-P125-261kWh-S3 

Level [dBµV] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

2.864 56.99 73.00 16.01    19.90 N 9.000 1.000 

2.976    50.11 60.00 9.89 19.90 N 9.000 1.000 

3.039 56.79 73.00 16.21    19.90 N 9.000 1.000 

3.215    50.75 60.00 9.25 19.90 N 9.000 1.000 

7.760 56.86 73.00 16.14 50.76 60.00 9.24 20.17 N 9.000 1.000 

7.823 56.69 73.00 16.31 50.81 60.00 9.19 20.18 N 9.000 1.000 

19.536 61.61 73.00 11.39 55.78 60.00 4.22 21.21 N 9.000 1.000 

19.586    55.75 60.00 4.25 21.21 N 9.000 1.000 

19.761 61.89 73.00 11.11    21.22 N 9.000 1.000 

25.710    49.92 60.00 10.08 21.44 N 9.000 1.000 

25.791 55.96 73.00 17.04    21.45 N 9.000 1.000 
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Figure 9: Spectral diagram and measurement results of conducted emission, AC mains port, 
charge mode, line L1, PowerHill-P125-261kWh-S4 
            Level [dBµV] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

2.882 56.88 73.00 16.12    19.91 L1 9.000 1.000 

3.008 57.63 73.00 15.37 50.70 60.00 9.30 19.90 L1 9.000 1.000 

3.201 57.48 73.00 15.52    19.91 L1 9.000 1.000 

3.264    51.22 60.00 8.78 19.91 L1 9.000 1.000 

7.841    55.71 60.00 4.29 20.21 L1 9.000 1.000 

7.904 62.15 73.00 10.85 56.04 60.00 3.96 20.21 L1 9.000 1.000 

7.967    56.30 60.00 3.70 20.22 L1 9.000 1.000 

8.030 62.41 73.00 10.59 56.36 60.00 3.64 20.23 L1 9.000 1.000 

8.093    56.06 60.00 3.94 20.24 L1 9.000 1.000 

8.160 63.80 73.00 9.20    20.25 L1 9.000 1.000 

8.705 61.21 73.00 11.79    20.31 L1 9.000 1.000 
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Figure 10: Spectral diagram and measurement results of conducted emission, AC mains port, 
charge mode, line L2, PowerHill-P125-261kWh-S4 
            Level [dBµV] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

7.166 57.23 73.00 15.77    20.11 L2 9.000 1.000 

7.602 61.72 73.00 11.28 55.82 60.00 4.18 20.18 L2 9.000 1.000 

7.665 61.77 73.00 11.23 55.73 60.00 4.27 20.18 L2 9.000 1.000 

7.728    56.59 60.00 3.41 20.19 L2 9.000 1.000 

7.791    56.87 60.00 3.13 20.20 L2 9.000 1.000 

7.854 62.53 73.00 10.47 56.50 60.00 3.50 20.21 L2 9.000 1.000 

7.917    56.22 60.00 3.78 20.22 L2 9.000 1.000 

7.967 61.32 73.00 11.68    20.23 L2 9.000 1.000 

7.980    56.14 60.00 3.86 20.23 L2 9.000 1.000 

8.237 64.94 73.00 8.06    20.26 L2 9.000 1.000 

8.336 64.00 73.00 9.00    20.27 L2 9.000 1.000 
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Figure 11: Spectral diagram and measurement results of conducted emission, AC mains port, 
charge mode, line L3, PowerHill-P125-261kWh-S4 

Level [dBµV] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

6.734 57.93 73.00 15.07    20.06 L3 9.000 1.000 

7.548 61.29 73.00 11.71    20.16 L3 9.000 1.000 

7.611    55.25 60.00 4.75 20.16 L3 9.000 1.000 

7.674    56.24 60.00 3.76 20.17 L3 9.000 1.000 

7.679 64.86 73.00 8.14    20.17 L3 9.000 1.000 

7.800 60.62 73.00 12.38 54.90 60.00 5.10 20.19 L3 9.000 1.000 

7.922 61.44 73.00 11.56    20.21 L3 9.000 1.000 

7.926    53.54 60.00 6.46 20.21 L3 9.000 1.000 

7.989    52.01 60.00 7.99 20.21 L3 9.000 1.000 

8.052    52.67 60.00 7.33 20.22 L3 9.000 1.000 

8.273 62.70 73.00 10.30    20.25 L3 9.000 1.000 

8.304 64.36 73.00 8.64 58.39 60.00 1.61 20.25 L3 9.000 1.000 
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Figure 12: Spectral diagram and measurement results of conducted emission, AC mains port, 
charge mode, line N, PowerHill-P125-261kWh-S4 
            Level [dBµV] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

2.945 62.34 73.00 10.66    19.90 N 9.000 1.000 

3.233 63.75 73.00 9.25    19.90 N 9.000 1.000 

3.264    57.86 60.00 2.14 19.90 N 9.000 1.000 

3.296    58.16 60.00 1.84 19.90 N 9.000 1.000 

3.314 63.61 73.00 9.39    19.90 N 9.000 1.000 

7.760    46.08 60.00 13.92 20.17 N 9.000 1.000 

7.949    48.07 60.00 11.93 20.20 N 9.000 1.000 

8.012 56.21 73.00 16.79 48.76 60.00 11.24 20.21 N 9.000 1.000 

8.259 57.78 73.00 15.22    20.24 N 9.000 1.000 

8.624 57.64 73.00 15.36 51.70 60.00 8.30 20.28 N 9.000 1.000 

8.637    53.96 60.00 6.04 20.28 N 9.000 1.000 

8.763 58.77 73.00 14.23    20.30 N 9.000 1.000 
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Figure 13: Spectral diagram and measurement results of conducted emission, AC mains port, 
discharge mode, line L1, PowerHill-P125-261kWh-S4 
             Level [dBµV] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

2.670  73.00  50.28 60.00 9.72 19.91 L1 9.000 1.000 

2.720  73.00  50.20 60.00 9.80 19.91 L1 9.000 1.000 

2.769  73.00  49.32 60.00 10.68 19.91 L1 9.000 1.000 

2.900 56.92 73.00 16.08    19.91 L1 9.000 1.000 

3.026  73.00  52.20 60.00 7.80 19.90 L1 9.000 1.000 

3.089 58.46 73.00 14.54 52.14 60.00 7.86 19.91 L1 9.000 1.000 

3.282 59.84 73.00 13.16 53.54 60.00 6.46 19.91 L1 9.000 1.000 

3.345  73.00  50.42 60.00 9.58 19.91 L1 9.000 1.000 

7.760 59.09 73.00 13.91    20.19 L1 9.000 1.000 

7.886 58.72 73.00 14.28    20.21 L1 9.000 1.000 

8.331 58.30 73.00 14.70    20.27 L1 9.000 1.000 

8.592 57.05 73.00 15.95    20.30 L1 9.000 1.000 
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Figure 14: Spectral diagram and measurement results of conducted emission, AC mains port, 
discharge mode, line L2, PowerHill-P125-261kWh-S4 

Level [dBµV] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

1.455 54.46 73.00 18.54    19.95 L2 9.000 1.000 

7.629 63.11 73.00 9.89 57.55 60.00 2.45 20.18 L2 9.000 1.000 

7.688 59.58 73.00 13.42    20.19 L2 9.000 1.000 

7.692    56.62 60.00 3.38 20.19 L2 9.000 1.000 

7.818    56.65 60.00 3.35 20.21 L2 9.000 1.000 

7.881    56.41 60.00 3.59 20.21 L2 9.000 1.000 

8.070 61.68 73.00 11.32    20.24 L2 9.000 1.000 

8.318 59.73 73.00 13.27 53.81 60.00 6.19 20.27 L2 9.000 1.000 

8.385 61.10 73.00 11.90 55.22 60.00 4.78 20.28 L2 9.000 1.000 

9.015    52.25 60.00 7.75 20.35 L2 9.000 1.000 

9.137 53.89 73.00 19.11    20.37 L2 9.000 1.000 
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Figure 15: Spectral diagram and measurement results of conducted emission, AC mains port, 
discharge mode, line L3, PowerHill-P125-261kWh-S4 

Level [dBµV] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

7.620 60.56 73.00 12.44 54.66 60.00 5.34 20.17 L3 9.000 1.000 

7.683 60.75 73.00 12.25 54.93 60.00 5.07 20.17 L3 9.000 1.000 

7.746 63.44 73.00 9.56 57.23 60.00 2.77 20.18 L3 9.000 1.000 

7.809 62.12 73.00 10.88 56.27 60.00 3.73 20.19 L3 9.000 1.000 

7.872 63.52 73.00 9.48 57.50 60.00 2.50 20.20 L3 9.000 1.000 

7.935 63.12 73.00 9.88 56.92 60.00 3.08 20.21 L3 9.000 1.000 

8.061 64.39 73.00 8.61 58.43 60.00 1.57 20.22 L3 9.000 1.000 

8.124 63.38 73.00 9.62 57.47 60.00 2.53 20.23 L3 9.000 1.000 

8.448 64.92 73.00 8.08 58.95 60.00 1.05 20.27 L3 9.000 1.000 
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Figure 16: Spectral diagram and measurement results of conducted emission, AC mains port, 
discharge mode, line N, PowerHill-P125-261kWh-S4 

Level [dBµV] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

3.264 63.83 73.00 9.17    19.90 N 9.000 1.000 

3.282 64.35 73.00 8.65 57.87 60.00 2.13 19.90 N 9.000 1.000 

7.697 59.05 73.00 13.95    20.17 N 9.000 1.000 

7.823 60.24 73.00 12.76 54.36 60.00 5.64 20.18 N 9.000 1.000 

7.890 62.72 73.00 10.28 56.96 60.00 3.04 20.19 N 9.000 1.000 

8.016 62.60 73.00 10.40 56.60 60.00 3.40 20.21 N 9.000 1.000 

8.079    57.83 60.00 2.17 20.22 N 9.000 1.000 

8.399 62.30 73.00 10.70 56.32 60.00 3.68 20.25 N 9.000 1.000 

8.961    55.39 60.00 4.61 20.32 N 9.000 1.000 
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5.1.2 Asymmetric Mode Disturbance at Wired Port 

Result:      Passed 
 

Date of testing : 2026-04-23 

Test procedure : EN IEC 61000-6-4:2019 and CISPR 32 

Frequency range : 0.15 – 30 MHz 

Limits : EN IEC 61000-6-4:2019, Table 5 

Operation mode : Charge and discharge mode 

Test voltage : AC 400 V, 50 Hz 

Type of equipment : Floor-standing 

Kind of test site : Shielded room 

Ambient conditions : Temperature: 24.8 ºC; Relative humidity: 39.6 % 

Expanded measurement 

uncertainty(k=2) 

: 4.34 dB  

 

 

Test setup: 

 
 

The measurement setup was made according to CISPR 16-2-1 and EN IEC 61000-6-4:19  

 

The measurement equipment like test receivers, quasi-peak detector and Artificial Network (AN) 

are in compliance with CISPR 16-1 series standards and CISPR 16-2-1. The tested object was 

operated under its rated voltage and its rated frequency.  

 

Furthermore an internal calibration with the test receiver was conducted prior to each 

measurement. 
 

The following figures and tables were those measured by an automatic measuring system. The 

disturbance voltage was scanned firstly with Peak detector and during the test. Then a final 

measurement was performed with both Quasi-peak and Average detector at the frequencies 

which showed the Max. in a designated frequency sub-range. In the Figures, “×” means Quasi-

Peak Value and “+” means Average Value which was measured in final measurement. 
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Figure 17: Spectral diagram and measurement results of conducted emission, wired network 
port, charge mode, PowerHill-P125-261kWh-S3 

   Level [dBµV] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

1.964 34.02 87.00 52.98    9.78 N 9.000 1.000 

2.045 40.08 87.00 46.92    9.78 N 9.000 1.000 

9.218    37.23 74.00 36.77 10.11 N 9.000 1.000 

9.281    36.90 74.00 37.10 10.12 N 9.000 1.000 

15.729 45.70 87.00 41.30    10.41 N 9.000 1.000 

15.792    39.92 74.00 34.08 10.41 N 9.000 1.000 

16.049 45.75 87.00 41.25    10.42 N 9.000 1.000 

16.229    40.05 74.00 33.95 10.43 N 9.000 1.000 

19.505    47.64 74.00 26.36 10.56 N 9.000 1.000 

19.523    47.35 74.00 26.65 10.56 N 9.000 1.000 

19.586 53.21 87.00 33.79    10.56 N 9.000 1.000 

19.631 52.91 87.00 34.09    10.56 N 9.000 1.000 
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Figure 18: Spectral diagram and measurement results of conducted emission, wired network 
port, discharge mode, PowerHill-P125-261kWh-S3 

 Level [dBµV] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

1.964 41.87 87.00 45.13 34.44 74.00 39.56 9.78 N 9.000 1.000 

2.949 40.81 87.00 46.19 30.59 74.00 43.41 9.83 N 9.000 1.000 

4.110 42.64 87.00 44.36 26.30 74.00 47.70 9.93 N 9.000 1.000 

9.096 45.10 87.00 41.90 36.61 74.00 37.39 10.11 N 9.000 1.000 

15.729 46.44 87.00 40.56 41.01 74.00 32.99 10.41 N 9.000 1.000 

19.730 53.79 87.00 33.21 47.31 74.00 26.69 10.56 N 9.000 1.000 
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Figure 19: Spectral diagram and measurement results of conducted emission, wired network 
port, charge mode, PowerHill-P125-261kWh-S4 

   Level [dBµV] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

1.059 67.41 87.00 19.59 59.54 74.00 14.46 9.79 N 9.000 1.000 

1.235 68.69 87.00 18.31 60.77 74.00 13.23 9.78 N 9.000 1.000 

1.446 79.58 87.00 7.42 71.30 74.00 2.70 9.78 N 9.000 1.000 

1.658 75.14 87.00 11.86 67.10 74.00 6.90 9.78 N 9.000 1.000 

2.292 65.10 87.00 21.90 55.50 74.00 18.50 9.80 N 9.000 1.000 

2.504 63.93 87.00 23.07 54.21 74.00 19.79 9.81 N 9.000 1.000 

4.506 57.01 87.00 29.99 51.50 74.00 22.50 9.94 N 9.000 1.000 
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Figure 20: Spectral diagram and measurement results of conducted emission, wired network 
port, discharge mode, PowerHill-P125-261kWh-S4 

 Level [dBµV] 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final measurement results: 

 

Frequency  
[MHz] 

QPK Level  
[dBµV] 

QPK Limit  
[dBµV] 

QPK Margin  
[dB] 

CAV Level  
[dBµV] 

CAV Limit  
[dBµV] 

CAV Margin  
[dB] 

Correction  
[dB] 

Line 
Meas. BW  

[kHz] 

Meas. 
Time  
[s] 

0.474    58.66 74.44 15.78 9.90 N 9.000 1.000 

1.059 67.41 87.00 19.59 59.59 74.00 14.41 9.79 N 9.000 1.000 

1.235 68.70 87.00 18.30 60.80 74.00 13.20 9.78 N 9.000 1.000 

1.446 79.62 87.00 7.38 71.27 74.00 2.73 9.78 N 9.000 1.000 

1.658 75.12 87.00 11.88 67.11 74.00 6.89 9.78 N 9.000 1.000 

2.189 63.53 87.00 23.47    9.79 N 9.000 1.000 

2.292 65.16 87.00 21.84 55.49 74.00 18.51 9.80 N 9.000 1.000 
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5.2 Emission in the Frequency Range above 30 MHz  

5.2.1 Radiated emission (30 – 1000 MHz) 

Result: Passed 
 

Date of testing : 2026-04-23 

Test procedure : EN IEC 61000-6-4:2019 and CISPR 16-2-3 

Frequency range : 30 – 1000 MHz (See Note 1) 

Limits : EN IEC 61000-6-4:2019, Table 3 

Quasi-peak limits (10 m measurement distance):  

30-230 MHz, 40 dBV/m;  

230-1000 MHz, 47 dBV/m 

Kind of test site : Semi-anechoic Chamber 

Test distance : 10 m  

Operation mode : Charge and discharge mode 

Test voltage  : AC 400 V, 50 Hz 

Type of equipment : Floor-standing 

Ambient condition : Temperature: 24.7 ºC; Relative humidity: 39.2 % 

Expanded measurement 

uncertainty (k=2) 

: 4.49 dB  

 
 

Test setup: 

 
 

The radiated disturbance was measured in the frequency range from 30 MHz to 1000 MHz 

according to EN IEC 61000-6-4:2019.  

 

The test setup was made in a semi-anechoic chamber. The test distance from the receiving 

antenna to the EUT is 10 m. The normalized site attenuation of the semi-anechoic chamber is 

regularly calibrated to ensure the radiated disturbance test results are valid. During the test, the 

EUT was installed on a 0.1 m high wooden support. The turntable can be rotated 360º around 

and the receiving antenna was varied from 1 m to 4 m to find the maximum disturbance. The test 

was performed with the antenna both in horizontal and vertical polarizations. 
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The following figures were those measured and recorded by a test receiver. The curves in the 

figure were those measured with a peak detector. The symbol “×” in the figures are those of 
quasi-peak value which were measured in final measurement. Quasi-peak detector measurement 

was only performed at those critical frequencies obtained during the test with peak detector. 
 

Note 1: The highest frequency of the internal sources of the EUT is less than 108 MHz, so this measurement was 

only performed up to 1 GHz. 
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Figure 21: Spectral diagram and measurement results, 30-1000 MHz, charge mode, horizontal 
polarization, PowerHill-P125-261kWh-S3 

  Level [dBµV/m] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final quasi-peak measurement results: 

 

Frequency  
[MHz] 

Range Name 
QPK Level  
[dBµV/m] 

QPK Limit  
[dBµV/m] 

QPK 
Margin  

[dB] 

Correction  
[dB] 

Polarization 
Azimuth  

[deg] 

Antenna 
Height  

[m] 

Meas. BW  
[kHz] 

Meas. 
Time  
[s] 

86.476 Horizontal 25.64 40.00 14.36 -11.81 H 152 3.93 120.000 1.000 

87.499 Horizontal 25.51 40.00 14.49 -11.48 H 177 4.00 120.000 1.000 

89.871 Horizontal 27.09 40.00 12.91 -10.74 H 152 3.25 120.000 1.000 

118.162 Horizontal 22.41 40.00 17.59 -10.40 H -180 3.75 120.000 1.000 

502.606 Horizontal 31.82 47.00 15.18 1.54 H -177 2.75 120.000 1.000 

595.995 Horizontal 30.37 47.00 16.63 4.34 H 177 3.93 120.000 1.000 
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Figure 22: Spectral diagram and measurement results, 30-1000 MHz, charge mode, vertical 
polarization, PowerHill-P125-261kWh-S3 

 Level [dBµV/m] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final quasi-peak measurement results: 

 

Frequency  
[MHz] 

Range Name 
QPK Level  
[dBµV/m] 

QPK Limit  
[dBµV/m] 

QPK 
Margin  

[dB] 

Correction  
[dB] 

Polarization 
Azimuth  

[deg] 

Antenna 
Height  

[m] 

Meas. BW  
[kHz] 

Meas. 
Time  
[s] 

41.371 Vertical 29.31 40.00 10.69 -7.55 V 101 2.97 120.000 1.000 

50.747 Vertical 29.32 40.00 10.68 -6.99 V -75 1.96 120.000 1.000 

86.314 Vertical 33.40 40.00 6.60 -12.78 V -180 1.00 120.000 1.000 

602.893 Vertical 32.50 47.00 14.50 3.70 V 153 2.03 120.000 1.000 

603.162 Vertical 30.93 47.00 16.07 3.71 V 50 1.25 120.000 1.000 
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Figure 23: Spectral diagram and measurement results, 30-1000 MHz, discharge mode, 
horizontal polarization, PowerHill-P125-261kWh-S3 

  Level [dBµV/m] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final quasi-peak measurement results: 

 

Frequency  
[MHz] 

Range Name 
QPK Level  
[dBµV/m] 

QPK Limit  
[dBµV/m] 

QPK 
Margin  

[dB] 

Correction  
[dB] 

Polarization 
Azimuth  

[deg] 

Antenna 
Height  

[m] 

Meas. BW  
[kHz] 

Meas. 
Time  
[s] 

177.332 Horizontal 24.07 40.00 15.93 -10.38 H -120 3.75 120.000 1.000 

502.821 Horizontal 30.17 47.00 16.83 1.55 H 19 2.96 120.000 1.000 

506.755 Horizontal 22.13 47.00 24.87 1.67 H 91 1.00 120.000 1.000 

552.830 Horizontal 28.80 47.00 18.20 2.46 H 54 1.96 120.000 1.000 

596.211 Horizontal 31.97 47.00 15.03 4.34 H 177 4.00 120.000 1.000 

603.378 Horizontal 39.59 47.00 7.41 4.44 H 177 4.00 120.000 1.000 
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Figure 24: Spectral diagram and measurement results, 30-1000 MHz, discharge mode, 
vertical polarization, PowerHill-P125-261kWh-S3 

 Level [dBµV/m] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final quasi-peak measurement results: 

 

Frequency  
[MHz] 

Range 
Name 

QPK Level  
[dBµV/m] 

QPK Limit  
[dBµV/m] 

QPK 
Margin  

[dB] 

Correction  
[dB] 

Polarization 
Azimuth  

[deg] 

Antenna 
Height  

[m] 

Meas. BW  
[kHz] 

Meas. 
Time  
[s] 

180.458 Vertical 31.51 40.00 8.49 -8.20 V -93 1.75 120.000 1.000 

502.821 Vertical 30.64 47.00 16.36 1.16 V 140 1.00 120.000 1.000 

552.830 Vertical 30.03 47.00 16.97 2.17 V 91 1.00 120.000 1.000 

553.099 Vertical 30.56 47.00 16.44 2.17 V 91 1.25 120.000 1.000 

603.108 Vertical 33.56 47.00 13.44 3.71 V 153 1.75 120.000 1.000 
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Figure 25: Spectral diagram and measurement results, 30-1000 MHz, charge mode, horizontal 
polarization, PowerHill-P125-261kWh-S4 

  Level [dBµV/m] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final quasi-peak measurement results: 

 

Frequency  
[MHz] 

Range Name 
QPK Level  
[dBµV/m] 

QPK Limit  
[dBµV/m] 

QPK 
Margin  

[dB] 

Correction  
[dB] 

Polarization 
Azimuth  

[deg] 

Antenna 
Height  

[m] 

Meas. BW  
[kHz] 

Meas. 
Time  
[s] 

33.395 Horizontal 16.16 40.00 23.84 -10.68 H 120 4.00 120.000 1.000 

69.231 Horizontal 21.49 40.00 18.51 -11.11 H -180 3.00 120.000 1.000 

89.224 Horizontal 30.94 40.00 9.06 -10.94 H -180 4.00 120.000 1.000 

244.208 Horizontal 14.49 47.00 32.51 -5.94 H -148 4.00 120.000 1.000 

380.008 Horizontal 25.01 47.00 21.99 -1.82 H 149 4.00 120.000 1.000 

496.516 Horizontal 20.45 47.00 26.55 1.35 H -117 2.00 120.000 1.000 
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Figure 26: Spectral diagram and measurement results, 30-1000 MHz, charge mode, vertical 
polarization, PowerHill-P125-261kWh-S4 

 Level [dBµV/m] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final quasi-peak measurement results: 

 

Frequency  
[MHz] 

Range Name 
QPK Level  
[dBµV/m] 

QPK Limit  
[dBµV/m] 

QPK 
Margin  

[dB] 

Correction  
[dB] 

Polarization 
Azimuth  

[deg] 

Antenna 
Height  

[m] 

Meas. BW  
[kHz] 

Meas. 
Time  
[s] 

31.832 Vertical 31.70 40.00 8.30 -8.61 V -62 3.00 120.000 1.000 

69.231 Vertical 37.12 40.00 2.88 -9.03 V -117 4.00 120.000 1.000 

88.362 Vertical 37.88 40.00 2.12 -12.93 V -147 2.00 120.000 1.000 

88.577 Vertical 38.38 40.00 1.62 -12.94 V -147 2.00 120.000 1.000 

89.062 Vertical 39.66 40.00 0.34 -12.96 V -147 2.00 120.000 1.000 

89.493 Vertical 39.92 40.00 0.08 -12.96 V -147 2.00 120.000 1.000 
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Figure 27: Spectral diagram and measurement results, 30-1000 MHz, discharge mode, 
horizontal polarization, PowerHill-P125-261kWh-S4 

  Level [dBµV/m] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final quasi-peak measurement results: 

 

Frequency  
[MHz] 

Range Name 
QPK Level  
[dBµV/m] 

QPK Limit  
[dBµV/m] 

QPK 
Margin  

[dB] 

Correction  
[dB] 

Polarization 
Azimuth  

[deg] 

Antenna 
Height  

[m] 

Meas. BW  
[kHz] 

Meas. 
Time  
[s] 

168.171 Horizontal 18.66 40.00 21.34 -10.87 H 121 3.95 120.000 1.000 

200.289 Horizontal 18.60 40.00 21.40 -8.01 H -149 3.07 120.000 1.000 

221.413 Horizontal 17.50 40.00 22.50 -7.63 H 121 4.00 120.000 1.000 

920.622 Horizontal 19.99 47.00 27.01 7.70 H -149 2.75 120.000 1.000 

955.326 Horizontal 20.11 47.00 26.89 7.60 H -165 1.75 120.000 1.000 
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Figure 28: Spectral diagram and measurement results, 30-1000 MHz, discharge mode, 
vertical polarization, PowerHill-P125-261kWh-S4 

 Level [dBµV/m] 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Final quasi-peak measurement results: 

 

Frequency  
[MHz] 

Range 
Name 

QPK Level  
[dBµV/m] 

QPK Limit  
[dBµV/m] 

QPK 
Margin  

[dB] 

Correction  
[dB] 

Polarization 
Azimuth  

[deg] 

Antenna 
Height  

[m] 

Meas. BW  
[kHz] 

Meas. 
Time  
[s] 

31.832 Vertical 27.87 40.00 12.13 -8.61 V -35 1.00 120.000 1.000 

65.836 Vertical 29.00 40.00 11.00 -8.37 V -50 2.00 120.000 1.000 

194.092 Vertical 33.09 40.00 6.91 -9.77 V 136 1.00 120.000 1.000 

200.397 Vertical 39.57 40.00 0.43 -10.09 V 108 1.04 120.000 1.000 

202.121 Vertical 38.14 40.00 1.86 -10.08 V 108 1.00 120.000 1.000 

202.229 Vertical 37.39 40.00 2.61 -10.08 V 108 1.25 120.000 1.000 

202.337 Vertical 37.68 40.00 2.32 -10.08 V 108 1.00 120.000 1.000 

202.714 Vertical 36.91 40.00 3.09 -10.07 V 108 1.00 120.000 1.000 

204.007 Vertical 33.41 40.00 6.59 -10.06 V 108 1.25 120.000 1.000 
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6 Test Results I M M U N I T Y 
 

During the immunity tests, the EUT was operated under conditions specified by clause 3.1 of this 

report. 

 

The particular performance criterion for the immunity tests are as listed in clause 4 of EN IEC 

61000-6-2:2019 is listed as follows: 

 

Performance criterion A: The apparatus shall continue to operate as intended during and after 

the test. No degradation of performance or loss of function is allowed below a performance level 

specified by the manufacturer, when the apparatus is used as intended. The performance level 

may be replaced by a permissible loss of performance. If the minimum performance level or the 

permissible performance loss is not specified by the manufacturer, either of those may be derived 

from the product description and documentation, and from what the user may reasonably expect 

from apparatus if used as intended. 
 

Performance criterion B: The apparatus shall continue to operate as intended after the test. No 

degradation of performance or loss of function is allowed below a performance level specified 

by the manufacturer, when the apparatus is used as intended. The performance level may be 

replaced by a permissible loss of performance. During the test, degradation of performance is 

however allowed. No change of actual operating state or stored data is allowed. If the minimum 

performance level or the permissible performance loss is not specified by the manufacturer, 

either of those may be derived from the product description and documentation, and from what 

the user may reasonably expect from apparatus if used as intended. 
 

Performance criterion C: Temporary loss of function is allowed, provided the function is self-

recoverable or can be restored by the operation of the controls. 

 

Date of testing: 2026-04-23 

 
Room temperature:  23.9 – 24.7 °C  
Relative Humidity:   36.7 – 39.1 % 



 
 
 
Prüfbericht - Produkte 
Test report - Products 

 

 
 

 
 

Prüfbericht - Nr.: 

Test Report No.: 
CN26AEG3 001 Seite 42 von 65 

Page 42 of 65 

 

 

6.1 Enclosure 

6.1.1 Electrostatic Discharge 

Result:      Passed 
 

The immunity against electrostatic discharge was tested in accordance with EN IEC 61000-6-

2:2019. Test setup and ESD-Generator are according to IEC 61000-4-2 which is specified by 

EN IEC 61000-6-2:2019. 
 

During the test, the EUT was placed on a 0.1 m high insulating support above the ground 

plane. The minimum distance between the EUT and all other conductive structures except the 

ground plane beneath the EUT is more than 0.5 m. 
 

The reference ground plane is an aluminium sheet of 0.25 mm minimum thickness. The 

reference ground plane is connected to the protective earth. The size of the ground plane is 2 

m x 2 m.  
 

A vertical coupling plane (VCP) of dimensions 0.5 m × 0.5 m is placed parallel to and 

positioned at a distance of 0.1 m from the EUT. 
 

Basic standard : IEC 61000-4-2 

Test level : Table 1 of EN IEC 61000-6-2:2019 

4.0 kV contact discharge;  

2.0 kV, 4.0 kV, 8.0 kV air discharge 

Polarity : Positive / Negative 

Number of discharges : 10 at each point 

Performance criteria : B 

Operation mode : Charge and discharge mode 

Test voltage  : AC 400 V, 50 Hz 

Type of equipment : Floor-standing 

Ambient condition : Temp: 24.2 ℃, Relative humidity: 36.7 %,  

Atm. Pressure: 101.1 kPa 
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Test setup: 

 

Table 1: Electrostatic discharge immunity test results 

Position Kind of Discharge Result Remarks 

Non-metal enclosure Air discharge Pass 
During and after the test, 

the EUT can operate as 

intended. 

Indicator light Air discharge Pass 

Switch Air discharge Pass 

Seam Air discharge Pass 

Metallic enclosure Contact discharge Pass 
During and after the test, 

the EUT can operate as 

intended. 

Screws Contact discharge Pass 

Coupling plane (VCP)  
Contact discharge 

Pass 
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6.1.2 Radio Frequency Electromagnetic Field 

Result:      Passed 
 

The test was performed inside a semi-anechoic chamber. The area from the antenna to the 

EUT was covered by the absorbing material. The distance between the tip of the antenna and 

the side of system tested is 3 m (80 – 1000 MHz) and 3.6 m (1.4 – 6.0 GHz). The field 

uniformity of the 1.5 m x 1.5 m plane where the surface of the EUT tested coincides with is 

regularly calibrated to ensure the 0 – 6 dB field uniformity criterion as specified by IEC 

61000-4-3 is met. 

 

The four sides of the system were tested sequentially. The test was performed with the 

electric field in horizontal and vertical polarizations respectively. 
 

Basic standard : IEC 61000-4-3 

Test level : Table 1 of EN IEC 61000-6-2:2019 

80 – 1000 MHz, 10 V/m; 

1.4 – 6.0 GHz, 3 V/m 

Frequency range : 80 – 1000 MHz; 1.4 – 6.0 GHz 

Modulation : 80 %AM, 1 kHz 

Frequency scan speed : Frequency step: 1 %; Dwell time: 3 s 

Performance criteria : A 

Operation mode : Charge and discharge mode 

Test voltage : AC 400 V, 50 Hz 

Type of equipment : Floor-standing 
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Test setup: 

 

Table 2: Radiated electromagnetic field test results   

Polarization Position Result Remarks 

Horizontal 

Front side 

Pass 
During and after the test, the EUT 

can operate as intended. 

Rear side 

Left side 

Right side 

Vertical 

Front side 

Pass 
During and after the test, the EUT 

can operate as intended. 

Rear side 

Left side 

Right side 
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6.1.1 Power frequency magnetic field 

Result:      Passed 
The immunity against power frequency magnetic fields were tested in accordance to IEC 61000-4-8 

which is specified by EN IEC 61000-6-2:2019. 
 

Basic standard : IEC 61000-4-8 

Test level : Table 1 of EN IEC 61000-6-2:2019 

30 A/m, 50 Hz and 60 Hz 

Field polarization : X, Y, Z 

Frequency : 50 Hz & 60 Hz 

Performance criteria : A 

Operation mode : Charge and discharge mode 

Test voltage : AC 400 V, 50 Hz 

Type of equipment : Floor-standing 

 

Test setup: 

 

Table 3: Power frequency magnetic field test results  

Field polarization  Result Remarks 

X Pass During the test, the EUT can operate as intended 

Y Pass During the test, the EUT can operate as intended 

Z Pass During the test, the EUT can operate as intended 
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6.2 Power Ports and Signal Ports 

6.2.1 Electrical fast transients and bursts 

Result:      Passed 
 

Test setup and the fast transient noise generator was according to IEC 61000-4-4 which is 

specified by EN IEC 61000-6-2:2019.  
 

The EUT is placed on 0.1 m wood support above the reference ground plane. And the 

minimum distance between the EUT and all other conductive structures except the ground 

plane beneath the EUT is more than 0.5 m.  

 

For the AC mains port, the disturbance signal was coupled via a CDN in the EFT/B  

generator. For the signal port, the disturbance signal was coupled via a capacitive clamp. 

 

The length between the coupling device and the EUT is 1.0 m. The excess length of the cable 

shall be folded to avoid a flat coil and situated at a distance of 0.1 m above the ground 

reference plane. 
 

The reference ground plane is an aluminium sheet of 0.25 mm minimum thickness. The 

reference ground plane is connected to the protective earth. The size of the ground plane is 2 

m × 2 m.  
 

Basic standard : IEC 61000-4-4 

Test level : Table 2, 4 of EN IEC 61000-6-2:2019 

2 kV, 5 kHz, for AC mains port, 

1 kV, 5 kHz, for signal port 

Polarity : negative/positive 

Repetition frequency : 5 kHz 

Test duration : 2 min./polarity 

tr/tw : 5 ns/50 ns 

Performance criteria : B 

Operation mode : Charge and discharge mode 

Test voltage : AC 400 V, 50 Hz 

Type of equipment : Floor-standing 

 

Test setup: 
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(Power port) 

Table 4: EFT/B immunity test results  

Tested cable Result Remarks 

AC mains port Pass During and after the test, the 

EUT can operate as intended. Signal port Pass 
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6.2.2 Conducted disturbances, induced by RF fields 

Result:      Passed 
 

Test setup and the test generator were according to IEC 61000-4-6 which is specified by EN 

IEC 61000-6-2:2019.  
 

The EUT is placed on a ground reference plane and shall be insulated from it by an insulating 

support 0.1 m thick. And the minimum distance between the EUT and all other conductive 

structures except the ground plane beneath the EUT is more than 0.5 m. 

 

For the AC mains port, the disturbance signal was coupled via a CDN. For the signal port, the 

disturbance signal was coupled via a current clamp. 

 

The coupling and decoupling networks was placed on the ground reference plane, making 

direct contact with it at about 0.1 – 0.3 meter from EUT. The cable between EUT and CDN is 

as short as possible and not bundled nor wrapped. The height of cable between the EUT and 

the coupling and decoupling networks above the ground reference plane was 50mm. 
  

Basic standard : IEC 61000-4-6 

Test level : Table 2, 4 of EN IEC 61000-6-2:2019,  

10 V for AC mains port and signal port 

Frequency range : 0.15 − 80 MHz 

Modulation : 80 %AM, 1 kHz 

Frequency scan speed : Frequency step: 1 %; dwell time: 3 s 

Performance criteria : A 

Operation mode : Charge and discharge mode 

Test voltage : AC 400 V, 50 Hz 

Type of equipment : Floor-standing 
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Test setup: 

 
(AC mains port) 

Table 5: Conducted disturbances immunity test results 

Port Result Remarks 

AC mains port Pass During and after the test, the EUT can 

operate as intended. Signal port Pass 
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6.2.3 Surges  

Result:      Passed 
 

Test setup and the Combination Wave Generator (CWG) was according to IEC 61000-4-5 

which is specified by EN IEC 61000-6-2:2019. The EUT is placed on 0.1 m wood table above 

the ground plane.  

 

For the AC mains port and signal port, the disturbance signal was coupled via a CDN. 
 

Basic standard : IEC 61000-4-5 

Test level : Table 2, 4 of EN IEC 61000-6-2:2019 

0.5 kV, 1 kV, 2 kV (AC mains port, common mode); 

0.5 kV, 1 kV (AC mains port, differential mode); 

0.5 kV, 1 kV, (Signal port, common mode) 

Tr/Td : 1.2/50 µs (open-circuit voltage) 

8/20 µs (short-circuit current) 

Polarity : Positive / Negative 

Pulse number : 5 pulses for each polarity 

Coupling phase : 0º, 90º, 180º and 270º for AC mains port, 

Asynchronous for signal port 

Repetition rate : 1 pulse/min 

Performance criteria : B 

Operation mode : Charge and discharge mode 

Test voltage : AC 400 V, 50 Hz 

Type of equipment : Floor-standing 

 

Test setup: 

 
(Power ports) 
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Table 6: Surge immunity test results  

Coupling mode Result Remarks 

L1-L2, L1-L3, L2-L3 Pass  
During and after the test, the EUT can operate 

as intended. 
L1-N, L2-N, L3-N Pass  

L1-PE, L2-PE, L3-PE, N-PE Pass  

Signal line-PE Pass 
During and after the test, the EUT can operate 

as intended. 
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6.2.4 Voltage dips and interruptions to AC Input Power Port 

Result: Passed 
 

Test setup and the test generator was according to IEC 61000-4-34 which is specified by EN IEC 

61000-6-2:2019.  

 

The EUT was placed directly on the ground plane. 

 

Basic standard : IEC 61000-4-34 

Test level : Table 4 of EN IEC 61000-6-2:2019 

  100 % reduction, 1 T; 

100 % reduction, 250 T; 

60 % reduction, 10 T; 

30 % reduction, 25 T. 

Performance criteria : B (100 % reduction, 1 T) 

C (30 % reduction, 25 T; 60 % reduction, 10 T; 100 % 

reduction, 250 T) 

Operation mode : Charge and discharge mode 

Test voltage : AC 400 V, 50 Hz 

Type of equipment : Floor-standing 

 

Test setup: 
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Table 7: Test condition and test result for voltage dips and short interruptions  

Environmental 

Phenomena 

Test level 

(in % UT) 

Duration 

(in period of the 

rated frequency) 

Remarks 

Interruptions 0 250 T 

During the test, the EUT stopped 

working. After the test, the EUT was 

self-recovered. 

Dips 0 1 T 
During and after the test, the EUT can 

operate as intended. 

Dips 40 10 T 

During the test, the EUT stopped 

working. After the test, the EUT was 

self-recovered. 

Dips 70 25 T 

During the test, the EUT stopped 

working. After the test, the EUT was 

self-recovered. 
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7 Photographs of the Test Set-Up 

Photograph 1: Set-up for measurement of conducted emission 

 
(AC mains port) 

 

 
(Wired network port) 
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Photograph 2: Set-up for measurement of radiated emission 

 
 

Photograph 3: Set-up for immunity test of electrostatic discharge  

 
 



 
 
 
Prüfbericht - Produkte 
Test report - Products 

 

 
 

 
 

Prüfbericht - Nr.: 

Test Report No.: 
CN26AEG3 001 Seite 57 von 65 

Page 57 of 65 

 

 

Photograph 4: Set-up for immunity test of RF electromagnetic field 
 

 
 

Photograph 5: Set-up for immunity test of power frequency magnetic field 
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Photograph 6: Set-up for immunity test of EFT/Burst 

 

(AC mains port) 

 

 
(Signal port) 
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Photograph 7: Set-up for immunity test of surge 

 

(AC mains port) 

 

 
(Signal port) 
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Photograph 8: Set-up for immunity test of conducted disturbances 
 

 

(AC mains port) 

 

 
(Signal port) 
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Photograph 9: Set-up for immunity test of voltage dips and interruptions 
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8 List of Test and Measurement Instruments 
Equip. no. Equipment name Model Serial no. Manufacturer Cal. date Due date 

EMC-C-319 Thermohygrometer 608-H1 2283796623 testo 2025-06-10 2026-06-10 

EMC-C-337 EMI test receiver ESR3 102995 Rohde & Schwarz 2025-09-28 2026-09-28 

EMC-S-305 EMI measurement software ELEKTRA 5.22.3 102523 Rohde & Schwarz N/A N/A 

EMC-C-233 Artificial mains network NNLK 8130 RC 5199 Schwarzbeck 2025-08-02 2026-08-02 

EMC-C-129 Impedance stabilization 

network 
ISN T800 34389 Teseq 2025-07-29 2026-07-29 

EMC-C-301 EMI test receiver ESR7 102512 Rohde & Schwarz 2026-01-28 2027-01-28 

EMC-C-204 Trilog broadband antenna VULB 9163 01564 Schwarzbeck 2025-08-04 2027-02-04 

EMC-C-332 10 m semi-anechoic chamber SAC10-5 FJ219015 Frankonia 2025-12-26 2028-12-26 

EMC-C-322 Signal conditioning unit SCU01F 100451 Rohde & Schwarz 2025-09-18 2026-09-18 

EMC-C-321 Signal conditioning unit SCU01F 100450 Rohde & Schwarz 2025-09-18 2026-09-18 

EMC-C-230 Trilog broadband antenna VULB 9168 01463 Schwarzbeck 2026-01-19 2028-01-19 

EMC-C-320 Thermohygrometer and 

barometer 
622 39534423 testo 2025-07-29 2026-07-29 

EMC-C-201 ESD generator NSG 437 1770 Teseq 2026-02-26 2027-02-26 

EMC-C-306 Capacitive coupling clamp CN-EFT1000 103468-1978 EMC Partner 2025-09-28 2026-09-28 

EMC-C-305 Multi-function generator IMU-MGE 109937-1624 EMC Partner 2025-09-28 2026-09-28 

EMC-C-307 3-phase coupling/decoupling 

network 
CDN-A-6-125 109037-3132 EMC Partner 2026-03-05 2027-03-05 

EMC-C-308 Surge signal line CDN CDN-UTP8 ED3 106326-1633 EMC Partner 2025-09-28 2026-09-28 

EMC-C-112 RF generator NSG 2070 1122 Schaffner 2025-07-03 2026-07-03 

EMC-C-208 Coupling/decoupling network CDN M5PE 125 A 

1000V 
00016 Schwarzbeck 2025-09-28 2026-09-28 

EMC-C-130 Impedance stabilization 

network 
ISN T8-Cat6 30979 Teseq 2025-12-19 2026-12-19 

EMC-C-203 Magnetic field tester MFS1200/MFT120 

0/TCXS113 
ES045000822 
003/ES04600 
0122003/TCX 
S21103117 

3CTest 2025-07-11 2026-07-11 

EMC-C-227 Clamp meter CM4371-50 220623078 HIOKI 2025-10-20 2026-10-20 

EMC-C-353 Voltage dip tester HPFS  
603P/HV3P60T 

233102,  
233103 

Shenzhen HTEC 2025-09-18 2026-09-18 

EMC-C-312 Isotropic field sensor LsProbe1.2 620 LUMILOOP 2025-11-12 2026-11-12 

EMC-C-309 Signal generator SMB100B (6 GHz) 103759 Rohde & Schwarz 2025-09-28 2026-09-28 

EMC-C-311 Power sensor NRP6A 103820 Rohde & Schwarz 2025-09-28 2026-09-28 

EMC-C-314 Broadband amplifier BBA150 BC500 105312 Rohde & Schwarz 2025-09-28 2026-09-28 

EMC-C-388 Power amplifier NTWPA-1060200P 25073203 Nanjing RFLIGHT 2025-08-08 2026-08-08 
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Equip. no. Equipment name Model Serial no. Manufacturer Cal. date Due date 

EMC-NC-302 Log-periodic antenna HL047 100729 Rohde & Schwarz N/A N/A 

EMC-S-306 EMS measurement software ELEKTRA 5.22.3 102567 Rohde & Schwarz N/A N/A 

EMC-C-310 Power sensor NRP6A 103819 Rohde & Schwarz 2025-09-28 2026-09-28 
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